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Mixta; iretimini yaptig her ariinti saglikl,
huzurlu ve mutlu bir gelecek igin tasarlar...

Merkezi Sterilizasyon Uniteleri Paslanmaz Celik Ekipmanlari / Central Sterilization Unit Stainless Steel Equipment TR/EN
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Otomatik Kapama Makinesi
Rotary Heat Sealer without Printer

MOKM 4011

+ Steril olmasi gereken tim klinik-poliklinik ortamlarda

+ Kullanimi kolay ve ergonomik

* Mikroislemci kontrollU sicaklik kontrold, 50°C - 200°C sicaklik ayari

+ Dijital LCD ekranli menu ve 4 dil se¢gme 6zelligi

* Ayarlanabilir kapama mesafesi

+ Optik sensorlt otomatik besleme ve cok kanalli kaynak

+ Sicaklik sapmasi durumunda kilitleme 6zelligi

+ Dakikada 8-12 metre calisma hizi ve DIN 58953'e uygun

* Paketleme ve son kullanma tarihi, operatér adi, numarasi, lot no yazabilme
(MOKM 4012)

« For entire sterilization required places,

+ Easy and ergonomic use,

* Heat control with microprocessor adjustable 50°C - 200°C,

« Digital LCD screen,

+ Adjustable seal distance,

+ Automatic in-feed with optic sensor,

+ Automatic protection mode in case of overheating,

« Safe sealing facilities with four security barriers,

+ 8-12 m/min sealing speed. Correspondance to DIN 58953-7.
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